Como configurar grabacion continda en el DNR- D-Link
322'_ Building Networks for People

Paso 1 — Ingrese a la configuracion web del NVR

Paso 2 — Dirijase a Setup > Recording Schedule

En el apartado Recording Mode seleccione Recording by Schedule
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Paso 3 — En el apartado de Recording Schedule seleccione la camara y luego haga

click en Configure.

RECORDING SCHEDULE

Camera List

Schedule

_‘ —Camera List
> Cameral
Camera2

Camera3
Camera4
Camera5
Cameraé
Camera7
Camera8
Camera9

@ pay ) Week
00 010200 CACE 0607 CECE 101 I2BMUIEIBIT 819200 203%

it wnswnsansmneantnatenannsnsanaun . ann . u m one

[ Insert }[ Delete ][ Configure ]{ Copy ]

Start Time End Timg Record  Audio
00:00 24:00 Always  Disabled

L

Delete: Delete the
selected schedule.

Configure: Modify the
schedule and recording
mode setting.

Notes

- The Always Record
option will start recording
immediately.

- When configuring the
Motion Detection event,
ensure to setup the motion
detectionfunction in your
camera first.

- When changing the
motion detection settings
of your camera, ensure to
disconnectthe NVR and
then re-connect to update
the settings in your NVR.

- When setting up an
event, a video mobon or
digital input can be used to
trigger theother cameras.
This means that when
motion s detected by a
camers, it can sendout
warning signais to the
other connected cameras.

- An alternative option s to
drag the time bar to
change the recording time
peniod. The red bar
represents the Always
Record feature and the
blue bar represents

the Event Recording”
feature.

Paso 4 — Configure el dia y/o las horas segun sea necesario y finalmente guarde los
cambios presionando el boton Save Settings

Nota — Para iniciar la grabacion de video debe dirijirse a Live Video y presionar el

boton de grabacion.
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