D-Link

Adaptateur USB Wi-Fi 6 AX300 4G LTE
(DWM-222W )

Caractéristiques

+ Partagez votre connexion Internet 4G a la maison, au bureau ou
en déplacement

+ Son format compact et |éger garantit une connectivité pratique ou que
Vous soyez

* Profitez de téléchargements rapides jusqu'a 150 Mbps et de
téléversements jusqua 50 Mbps®

+ Connexion sans fil fluide et fiable avec des vitesses Wi-Fi 6 jusqu’a
286,8 Mbps’

+ Chiffrement WPA3™ et pare-feu intégré pour protéger votre réseau et

vos données

+ Connectez jusqu’a 8 appareils sans fil a votre réseau 4G LTE

Avantages utilisateurs
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Connectivité LTE Plug & Play Partage Wi-Fi
Connexion fiable méme sans Internet filaire Installation facile avec une carte SIM Connectez jusqu’a 8 appareils a votre réseau 4G
LTE
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Design Compact Accés Internet partout Technologie Wi-Fi 6
Format compact et [éger pour une vraie porta-  Connectivité mobile ou que vous soyez Vitesse Wi-Fi 6 avec sécurité renforcée WPA3™
bilité

DWM-222W



Spécifications Techniques

General

Device Interfaces

1 x Nano SIM card slot (4FF)
1xUSB 2.0 Type-A

Buttons Reset button
LEDs Network
LTE: Cat4 Wi-Fi:
Standards « IEEE 802.11ax/n/g/b (2.4 GHz)
; LTE: B1/B3/B5/B7/B8/B20/B28/B38/B40/B41
Frequency Support

WCDMA: B1/B5/B8

Mobile Data Rates?

LTE Mode:

« Downlink: 150 Mbps
+ Uplink: 50 Mbps

Wi-Fi Data Rates?

2.4GHz up to 286.8Mbps

Antenna Type

2 x cellular internal antennas
1 x Wi-Fi internal antenna

Functionality

Security Protocol

WPA (Wi-Fi Protected Access), WPA2, WPA3

Firewall IP/MAC Address Filtering
Physical

Dimensions 105.1 x32.5x 13 mm
Weight 309

Power Input USB 2.0 Type-C (5V/1A)
Operating Temperature 0to45°C

Storage Temperature -20to 70°C

Operating Humidity

5% to 95% non-condensing

Storage Humidity

5% to 95% non-condensing

Certifications

CE

Package Contents

DWM-222W

4G LTE AX300 Wi-Fi 6 USB Adapter
Quick Installation Guide

'Supported frequency bands are dependent on regional variants and may not be available in all markets
2The maximum data rates mentioned are theoretical values. The actual data rates achieved may vary depending on the specific network environment and
conditions.
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