
Wireless N Day & Night NetWork Camera With 3g mobile viDeo support

DCs-3430

Wireless N Day & Night NetWork Camera With 3g mobile viDeo support

live viDeo moNitoriNg From aNyWhere

24-hour surveillaNCe
a Cmos sensor with low lux sensitivity 

produces high-quality images under varied 
lighting conditions.

Wireless CoNNeCtivity
Can be accessed anytime, anywhere over a 

wireless 802.11b/g/n network.

triple CoDeC & multiple proFiles
optimized image quality and bandwidth efficiency
with separate profiles for web viewing, 3g mobile

viewing, and recording.

Full-FeatureD Wireless surveillaNCe Camera
D-link DCs-3430 is a versatile day and night wireless network camera, ideal for small-to-medium business applications and remote monitoring capabilities 
over the internet. the camera employs a superior Cmos sensor with low lux sensitivity to deliver a truly superior image quality under varied lighting conditions.  
the DCs-3430 is equipped with 2 digital input ports for sensors or alarms, 1 digital output port for an alarm, 1 power output port for an leD illuminator and a 
bNC connector which provides both analog and digital interface video transmissions. an rs-485 port is also included for external pan/tilt devices. additionally, 
the 12 v interface provides power for an optional leD illuminator.  a built-in infrared Cut removable (iCr) filter in the DCs-3430 allows the camera to capture 
images in both good light and low light conditions by switching the infrared cut filter. additional items such as an auto-iris lens, ir leD lens or a night vision 
illuminator can be added to the DCs-3430.  the DCs-3430 can be placed anywhere on the network either through a wired ethernet or wireless 802.11 b/g/n 
connection. you can also instantly take snapshots while remotely viewing the video feeds from a Web browser.

vieW live viDeo From a 3g mobile phoNe 1 

a live feed from the camera can be accessed on a 3g mobile network by using a compatible mobile phone or pDa with a 3g video player. anywhere within the 
3gpp service area, users have a flexible and convenient way to remotely monitor a home or office in real time.

removable ir Cut Filter For CoNtiNuous moNitoriNg
the ir Cut Filter can be manually applied via web gui, or set to automatically adjust based on lighting conditions. this feature enables the camera to capture 
crisp color images during the daytime, and grayscale images in low-light.

triple CoDeC & multiple proFiles
to maximize bandwidth efficiency and improve image quality, DCs-3430 provides real-time video compression in mJpeg, mpeg-4 and h.264 formats. 
Furthermore, the DCs-3430 supports four separate profiles simultaneously and is capable of recording in mJpeg, mpeg-4 and h.264 compression with vga/
Qvga/QQvga resolution for a smooth performance. this kind of versatility enables the use of a wide variety of security applications, whether it’s keeping an 
eye on your home during lunch through a 3g enabled pDa, managing an organized directory of recorded video files on a Network attached storage (Nas) 
device/sD card, or fine-tuning a security system in real-time over the local network.
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What this proDuCt Does
the DCs-3430 is a wireless day & night 
camera, equipped with a Cmos sensor to 
deliver  exceptional picture quality under 
varied lighting conditions. the camera can 
be placed anywhere on the network either 
through a wired ethernet or wireless 802.11 
b/g/n connection. the DCs-3430 features 
digital input/output connectors making it 
possible to connect sensors and alarms 
with this camera and comes with a rs-485 
interface, for controlling an optional pan/
tilt device, over an ip network. the camera 
is housed in an aluminum casing for 
maximum heat dissipation and protection 
against tampering. a built-in infrared Cut 
removable Filter allows the camera to 
capture images in both good light and low 
light conditions, making it suitable for all 
surveillance applications.

surveillaNCe soFtWare
D-viewCam software is included to manage 
up to 32 cameras simultaneously, send 
automated e-mail alerts, and record video 
to your hard drive when motion is detected 
or according to a set schedule. you can also 
connect the camera to i/o sensors, and set 
up the system to send automated e-mail 
notifications for unusual events.

key Features
 � view live video streams from a 3g mobile 
phone or pDa

 � simultaneous motion Jpeg and mpeg-4, 
h.264 streaming for optimized image 
quality and bandwidth-efficiency

 � simultaneous profile support: web 
viewing, 3g mobile viewing, and video 
recording

 � motion adaptive de-interlacing for high-
quality video of moving objects

 � rs-485 support for an external pt device
 � low light recording and 16X digital zoom
 � bNC connector to integrate the network 
camera into a CCtv network

 � Digital i/o support for sensors and alarms
 � 12 v 200 ma DC power output for leD lens
 � optional auto-iris lens or ir leD lens for 
low light or night vision

 � save snapshots/video clips to local hard 
drive via web browser or to Nas or sD 
card

teChNiCal speCiFiCatioNs
Camera speCiFiCatioNs

 � built-in 1/4” Cmos sensor
 � built-in ir-cut removable Filter
 � minimum illumination: 0.5 lux @ F1.8 (typical); 
0 lux (10 meter range with optical ir lens)

 � Cs mount lens: 6 mm, F1.8
 � resolution: 640 x 480
 � electronic shutter:

 � NtsC: 1/60 ~ 1/100,000 sec.
 � pal: 1/50 ~ 1/110,000 sec.

 � lens mount support: auto-iris or ir lens (10 meter range)
 � Field of view: 51° diagonal, 31° vertical, 41° horizontal

leD iNDiCators
 � link & activity 
 � power 

reset buttoN
 � reset to factory default settings

eXterNal DeviCe iNterFaCe
 � 2 inputs:

 � photo relay
 � active high 12 v, +/-3 v, Dropout: 0 v DC

 � 1 output:
 � photo relay
 � Close circuit current: aC 70 ma or  
DC 100 ma; 400 hm

 � open circuit voltage: 240 v aC or 350 v DC
 � power output: 12 v DC 200 ma

 � rs-485 connector for external pt devices 

memory
 � sDram: 64 mbytes
 � Flash memory: 8 mbytes

viDeo Features
 � adjustable image size, quality and bit rate
 � time stamp and text overlays
 � motion adaptive de-interlacing

viDeo resolutioN
 � NtsC support:

 � up to 30 frames at 640 x 480
 � up to 30 frames at 320 x 240
 � up to 30 frames at 160 x 120

 � pal support:
 � up to 30 frames at 640 x 480
 � up to 30 frames at 320 x 240
 � up to 30 frames at 160 x 120

 � For bNC tv out:
 � NtsC: 720 x 480
 � pal: 720 x 576

viDeo algorithm support
 � Jpeg for still images
 � mJpeg/ mpeg4/h.264 multi-profile compression
 � supports up to 4 video profiles simultaneously
 � supports 3gpp mobile surveillance

Digital Zoom
 � 16X

miCrophoNe
 � omni-directional
 � Frequency 20 to 20,000 hz
 � s/N ratio: over 58 db

auDio
 � sampling rate:

 � gsm-amr: 12.2 kbps
 � pCm: 8 kbps

 � Full-duplex audio communication

NetWork CoNNeCtivity
 � 10/100 mbps Fast ethernet auto-negotiation
 � Frequency range and Channels

 � 2.412-2.4835 ghz 
 � 3 Channels (depends on area)

 � transmission: 2tX, 2rX
 � Data rate:

 � ieee 802.11n: From mCs0 to mCs15
 � ieee 802.11g: 54, 48, 36, 24, 18, 12, 9, 6 mbps
 � ieee 802.11b: 11, 5.5,2, 1 mbps
 � auto-select or manual

 � output power
 � 12 dbm@11n (typical)
 � 12 dbm@11g (typical) 
 � 16 dbm@11b (typical)

 � sensitivity
 � 802.11n: packet error rate < 10%, mCs6 < -66 dbm
 � 802.11g: packet error rate < 10%, 54 mbps < -66 dbm
 � 802.11b: packet error rate < 8%, 11 mbps < -82 dbm

 � antenna
 � Connector: mhF
 � operating Frequency: 2.4 ghz

 � security
 �Wep
 �Wpa-psk
 �Wpa2

NetWork iNterFaCe
 � ieee 802.3/802.3u 10/100base-tX ethernet port
 � supports full-duplex operations
 � supports 802.3x Flow Control in full-duplex mode
 � NetWork protoCol support
 � ipv4, arp, tCp/ip, uDp, rtsp, rtp, rtCp, http, smtp, Ftp, Ntp, 
DNs, DhCp, upnp, DDNs, pppoe, samba Client, 3gpp
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your NetWork setup remote maNagemeNt
 � Configuration accessible via web browser
 � take snapshots/video clips and save to local hard drive via web 
browser or to Nas or sD card

seCurity
 � administrator and user group protected
 � password authentication

D-vieWCam soFtWare FuNCtioNs
 � remote management/control of up to 32 cameras
 � viewing of up to 32 cameras on one screen
 � management functions are provided in the web interface
 � scheduled, motion triggered, or manual recording options

system reQuiremeNts
 � operating system: microsoft Xp, vista, Windows 7
 � browser: internet explorer, Firefox, mozilla or opera
 � 3gpp mobile phone

poWer iNput
 � 100-240 v aC, 50/60 hz, 0.4 a

poWer output
 � 12 v DC, 1.25 a

poWer CoNsumptioN
 � 6.9 watts maximum

poWer supply
 � external aC to DC switching power adapter
 � type: usa/uk/eur/aus/CN

DimeNsioNs (l x W x h)
 � 177 x 78 x 60 mm

Weight
 � 577.8 grams

operatioN temperature
 � 0º to 40º C (32º to 104º F)

storage temperature
 � -20º to 70º C (-4º to 158º F)

humiDity
 � 20% to 80% non-condensing

optioNal aCCessories
 � auto-iris lens
 � ir lens for night vision
 � illuminator for night vision
 � external speakers
 � external all-weather vandal proof housing

emissioN (emi), saFety & other CertiFiCatioNs
 � FCC Class b
 � iC
 � Ce
 � C-tick
 � lvD

1  the mobile device must have 3g support and subscribe to 3g service from a service provider.
 the playback device must be equipped with 3g video playback software such as realplayertm or packetvideo™.


