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Package Contents

D-Link DVG-G1402S Router
Power Adapter - AC 12V, 1.2A
Manual and Warranty on CD
Quick Installation Guide

Ethernet Cable (All the Ethernet ports on DVG-G1402S are
Auto-MDIX)

Note: Using a power supply with a different voltage rating than the one included with the
DVG-G1402S will cause damage and void the warranty for this product.

If any of the above items are missing, please contact your reseller.
® System Requirements for Configuration
® Ethernet-Based Cable or DSL Modem

® Computers with  Windows, Macintosh, or Linux-based
operating systems with an installed Ethernet adapter

® Computers with  Windows, Macintosh, or Linux-based
operating systems with an installed Ethernet adapter

® Internet Explorer Version 6.0 or Netscape Navigator Version
6.0 and Above



Introduction

The D-Link DVG-G1402S High-Speed VolP Router Links traditional telephony networks
to IP networks with conventional telephony devices such as analog phones or fax
machines. It can reduce long distance phone charges and deliver toll-quality voice
communication over the IP network. This gateway provides two loop start Foreign
Exchange Subscriber (FXS) ports and four LAN ports. One Ethernet port for a
DSL/Cable Modem or other WAN devices, and the other for connection to create a
home or small office LAN networks. The built-in DHCP server/client and Network
Address Translation (NAT) function automatically assign IP address for LAN users,
allowing multiple users to share a single Internet connection. It can be
configured/monitored via the Console, Web browser, Telnet and HTTPS provisioning is
also supported.




Rear Panel Connections

Phone (Auto MDI/MDIX\ (" Factory Reset\
Connections LAN Ports Button
Connect to Connect the Pressing this
your phones Ethernet cable button will
using from computers restore the router
standard on your LAN to to its factory
phone these ports. default settings.
cabling. - ) - )
;J

( N\ ( A
(AII Ethernet Ports (WAN\ WAN Port Power
and LAN) are auto Connect Adapter
MDI/MDIX, meaning you the Connect
can use either a Ethernet your 12V
straight-through or a cable from 1.25A
crossover Ethernet your power
\cable. ) ADSL adapter
modem to here.
this port.
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Front Panel LEDs

(e )
Status LED WAN LED N [ Phone LEDs \
A blinking LED active LED The Hook LED will
indicates the icates a link light when a
DVG-G1402S has been telephone is off the
is functioning tablished. A hook. A blinking LED
properly. inking LED indicates an
indicates incoming call is
1 activity on the | "\ . detected.
WAN port. \ . j

Power LED
o el LAN LEDs
indicates a
valid An active LED indicates a
connection link has been established.
to the power A blinking LED indicates
supply. activity on the LAN port.




Features

1 NWay 10/100BASE-TX Fast Ethernet port for
WAN-connection

4 NWay 10/100BASE-TX Fast Ethernet port for
LAN-connection

2 Foreign Exchange Subscriber (FXS) POTS ports (RJ-11
Jacks)

Voice Activity Detection (VAD) /Comfort Noise Generation
(CNG)

Silence suppression to reduce bandwidth consumption.
Adaptive jitter buffer for a smooth voice reception

Lost packet recovery ability for improved voice quality
Support QoS (Quality of Service) for voice quality guarantee.

Build-in PPPoE function to support dial-up connection for
broadband technology.

IP address assignment using DHCP or static configuration
RIP1/RIP2 and static routing support

Support IP sharing to allow multiple users to access the
Internet via a single IP address

Support Caller ID function

Configuration download using HTTPS and SSL/TLS client
certificate encryption and authentication

Support VPN Pass-Through
MAC and Packet filter support

Remote configuration and management over the Internet
using web browsers

Firmware backup support
Support configuration backup and restore



Installation

For a typical setup at home, please do the following:

1.

2.

You will need broadband Internet access (a Cable or DSL-subscriber line
into your home or office)

Consult with your Cable or DSL provider for proper installation of the
modem

. Connect the Cable or DSL modem to the DVG-G1402S VolP Router (see

the printed Quick Installation Guide included with your router.)

. Install the D-Link DFE-530TX+ adapter into a desktop computer. The four

Ethernet LAN ports of the DVG-G1402S are Auto MDI/MDIX and will work
with both Straight-Through and Cross-over cables.

(See the printed Quick Installation Guide included with the DFE-530TX+.)



Using the Configuration Wizard

Whenever you want to configure
your network or the DVG-G1402S,
you can access the Configuration
Menu by opening the web-browser
and typing in the IP Address of the
DVG-G1402S. The DVG-G1402S
default IP Address is shown to the
right:

e  Open the web browser

e Type in the IP Address of the
Router (http://192.168.15.1)

e Type admin in the User Name

field

e Type admin in the Password
field

e Click OK

The Home > Wizard screen will appear.
Please refer to the Quick Installation
Guide for more information regarding the
Setup Wizard.

These buttons appear on most of the
configuration screens in this section.
Please click on the appropriate button at
the bottom of each screen after you have
made a configuration change.

Note: if you have changed the default IP
Address assigned to the DVG-G1402S,
make sure to enter the correct IP
Address.

Apply

Cancel

O

Help

Refresh

192.168.15.1

Fhmn Pyl S by g d g g omd e et B P SR

a

Clicking this button will save configured
settings to the router.

Clicking Cancel will clear changes made to
the current page.

Clicking Help will provide the user with
helpful information about the current
window.

Click refresh will refresh the statistics of tl'ge
current window.



Home > Wireless

Home

551D Settings
331D

@ Wyireless LAM Basic O Wyireless LAN Authorization © MAC Address Filter

Wireless LAN Settings

Wireless LAN |Enabled v/
Wireless LAN Mode iIEEESDE,llb}g v |
Channel 6 ch v
Preamable

Disable S5I0 Broadcast [Disabled |

Advanced  Tools _ Status Help |

;Lung & Short v

default

9 OO

Apply Cancel Help

Wireless LAN Usage

Wireless LAN Mode

Channel

Rate Config
SSID

Hidden SSID

This drop-down menu allows you to enable or disable the
Wireless LAN feature on the DVG-G1402S.

You can select between three IEEE WLAN standards — 802.11b/g,
802.11g, and 802.11b — depending upon which type of Wireless LAN
devices you have.

What channels are available for use by the access point depends on
the local regulatory environment. Remember that all devices
communicating with the device must use the same channel (and use
the same SSID). Use the drop down menu to select the channel used
for your 802.11b wireless LAN.

You can select between Long, Short, and Long and Short.

Service Set Identifier (SSID) is the name designated for a specific
wireless local area network (WLAN). The SSID'’s factory default setting
is default. The SSID can be easily changed to connect to an existing
wireless network or to establish a new wireless network.

Enabling this feature will prevent the DVG-G1402S from
broadcasting it's SSID. Remote stations will have to have the
router's SSID manually entered to connect.
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Home > Wireless > Wireless LAN Authorization

Home Advanced Tools Stalus Help o

Wireless LAN Confiquration

O Wireless LAN Basic @ Wireless LAN Authorization © MAC Address Filter

Authorization Type @ Mo Auth OWEP  QwPA  OWPA-PSK

WWEP Settings
Auth Method Open Auth Shared Auth Auto

Encryption Type

Eey 1 | |
Eey 2 | | |
Eey 3 (403 | |
Eeyd | |
9 90
Apply Cancel Help
Authentication This router employs three basic types of Authentication for

access to the router's wireless network, WEP, WPA, and
WPA-PSK, which can be selected by clicking the corresponding
radio button. No Auth will disable Wireless LAN authentication.
Each selection will alter the window to accommodate the entry
of the necessary keys. See the explanation below for more
information.
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Open Auth — Shared Key

LT - Advanced  Tools Status Help
O Wiréless LAM Basic & Wireless LAM Authorization O MAC Address Filter

Autharization Type O Mo Auth  @WEP  OWPA  OWPAPSK

YWWER Settings

Auth Method & 0pen Auth O Shared Auth O Auto
Encryptian Type [Hex =

Rey1 O [64c40ybit  v||

Eey2 O |G4(407bit |

Key3 O l64(403bit |

Key4 O (B4(40)bit v |

9 90

Apply Cancel Help

The Open Auth — Shared Key choice for Authentication will produce the screen shown above for
the user’'s configuration. The Open Auth choice is for general use and utilizes basic WEP
encryption. The Shared Key choice is used between cooperating devices that share a common
encryption key. WEP (Wireless Encryption Protocol or Wired Equivalent Privacy) encryption can
be enabled for security and privacy. WEP encrypts the data portion of each frame transmitted
from the wireless adapter using one of the predefined keys. Decryption of the data contained in
each packet can only be done if the both the receiver and transmitter have the correct shared key.

WEP - Click the Enabled radio button to employ WEP encryption on the router.
Auth Method — Select Open Auth, Shared Auth, or Auto.

Encryption Type — Use the pull-down menu to select the type of Key to be used for encryption.
The user may choose HEX (Hexadecimal) or ASCIlI (American Standard Code for Information
Interchange). Both will require the user to enter a key in the following field.

Key field drop-down menu - Use the drop down menu to select the type of WEP encryption.
Select 64 Bit to enable 64 bit Hexadecimal encryption, 128 Bit to enable 128 bit Hexadecimal
encryption, 152 Bit to enable 152 bit Hexadecimal encryption.

Key — The user may enter up to four keys to be used for encryption. Only the key selected using
the corresponding radio button will be used for encryption.

12



Click Apply to set the information in the router’'s memory. You will be prompted to restart the
router to make the settings current.

WPA

WPA or Wireless Protection Access is a new an improved standard of wireless security. WPA
offers encryption keys of up to 256-bits that automatically change frequently. On this router, the
WPA utilizes the RADIUS protocol, which utilizes a server to authorize the user by matching a
Shared Secret password listed in its RADIUS database. There are three choices for the user to
choose from. WPA, WPA2 which uses the Advanced Encryption Standard (AES), and WPA-Auto
which will authorize clients using either WPA or WPA2. See the explanation below.

Home_ Advanced Tools Status Help ,

O Wireless LAN Basic @ ‘Wireless LAN Authorization O MAC Address Filter

Autharization Type O Mo Auth OWEP  @wPA  OWPAPSK

WA

Radius Semer

Port 1El127
Secrat
Group Key Interval 11800

2 ©0

Apply Cancel Help

RADIUS Server IP — Enter the IP address of the remote RADIUS server you will use to be
authenticated through.

Port — Enter the virtual port number to which to connect through the RADIUS server. Common
port numbers for RADIUS are 1812 and 1813.

Secret — Enter the password which will be used to authenticate you on the wireless network. This
password must be on the RADIUS server in order for you to be authorized.

Group Key Interval — Enter the time period, in seconds, that group keys will be exchanged.

13



WPA-PSK

WPA-PSK (Pre-Shared Key) uses the same encryption as the WPA but is implemented
differently. All devices on the wireless network share the same key (Passphrase) to
activate the WPA security. There are three choices for the user to choose from.
WPA-PSK, WPA2-PSK which uses the Advanced Encryption Standard (AES), and
WPA-PSK-Auto which will authorize clients using either WPA or WPA2. To utilize, select

one of the previous choices, enter the Passphrase, confirm it in the second field and
click Apply.

. Home Avanced Tools Stas __ el !

Wireless LAR fiquration
O Wireless

M Basic @ ‘Wireless LAN Authorization © MAC Address Filter

Autharization Type OMosuth OWEP QWPA ®WPAPSK
WRA PSR

Passphrase

Group Key Interval [1z00 :

9 0O

Apply Cancel Help
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Home > WAN

LU Advanced  Tools Status ) Help

Please select the appropriate aption to connect to your ISP

) PPPoE

Host Mame

MAC Address

@ Dynamic IP Address automatically from your |SP.(For most Cable

) Static IP Address

Choose this option to obtain an [P address

modern users)

Choose this aption to set static IP infarmation
provided to you by your [SP.

Choose this option if your ISP uses PPPoE (For
most DEL users)

| | (optional)

00 |-[s0 |22 |-[33 |-|44 |-[s5 |(sptional

Clone MAC Address J

Primary DNS Address ID_ 0. D_I o _i

Secondary DMNS 0 E 1 I f :
b |0 A9 [0 |.|o | {optional)
Upstream Bandwidth [1024 | <byte

9 90O

Apply Cancel Help

Dynamic

Host Name

MAC Address

Clone MAC Address

Choose Dynamic IP Address to obtain IP Address information
automatically from your ISP. This option should be selected if
your ISP has not supplied you with an IP address. This option is
commonly used for Cable modem services.

The Host Name is optional but may be required by some ISPs.
The default host name is the device name of the Router and
may be changed.

The default MAC Address is set to the WAN's physical interface
MAC address on the Broadband Router. It is not recommended
that you change the default MAC address unless required by
your ISP.

The default MAC address is set to the WAN's physical interface
MAC address on the Broadband Router. You can use the “Clone

15



Upstream Bandwidth

MAC Address” button to copy the MAC address of the Ethernet
Card installed by your ISP and replace the WAN MAC address
with the MAC address of the router. It is not recommended that
you change the default MAC address unless required by your
ISP.

Enter a DNS Address if you wish not to use the address
provided by your ISP.

The upstream bandwidth can be set for the data traffic. The
bandwidth can be maximized for voice packets and limited for
data that requires less throughput.

16



Home > WAN > Static IP Address

O PPFoE

IP Address

Subnet Mask

Default Gateway

Secondary DNS
Address

Home Avanced Tools Stus _ el 1

Flease select the appropriate option to connect to your ISP,

O Dynamic IP Address

@ Static IP Address

Primary DNS Address

Upstream Bandwidth

Choose this option to obtain an IFP address
automatically from your ISP, (For most Cable
modem users)

Choose this option to set static IP information
provided to you by your ISP

Choose this option if your ISP uses PPPoE.(For
most DSL users)

L D U i 10| (assigned by your
)

o o Jo ] |

] Jp ]

o Jfo ffo T ]

o U: : i '.é':'_| {optional)

|1'324 . | Khbyte

9 VO

Apply Cancel Help

Static IP Address

IP Address
Subnet Mask

IP Gateway
Address

Primary DNS
Address
Secondary DNS
Address

Choose Static IP Address if all WAN IP information is provided
to you by your ISP. You will need to enter in the IP address,
subnet mask, gateway address, and DNS address(es) provided
to you by your ISP. Each IP address entered in the fields must
be in the appropriate IP form, which are four octets separated
by a dot (x.x.x.x). The Router will not accept the IP address if it
is not in this format.

Input the public IP Address provided by your ISP.

Input your Subnet mask. (All devices in the network must have
the same subnet mask.)

Input the public IP address of the ISP to which you are
connecting.

Input the primary DNS (Domain Name Server) IP address
provided by your ISP

This is an optional DNS Address entry to be used if the primary
17



Upstream Bandwidth

DNS Fails.

The upstream bandwidth can be set for the type of packets that
the will be sent. The bandwidth can be maximized for voice
packets and limited for data that requires less throughput.

18



Please be sure

o ramove
any existing
PPPoE cli-

ent software
installed on your
computers

Choose PPPoE (Point to
Point Protocol over Ethernet)
if your ISP uses a PPPoE
connection. Your ISP will
provide you with a username
and password. This option is
typically used for DSL

Home > WAN > PPPoE

advancec . Jool

Ll

Pleaze select ihe sppropnate oplon to conrect 1o your ISF

O Dpnamic P Addoess

(¥ Static 1P Address

& PPPOE

Usar Mame
Patsword

Felype Posswond

Chooee this optien 1o obtain an IP addrezs
sutomatically from your 157 (For most Cable
modem uaers)

Chooge lhis oplion 1o ol ¢lalw 1F smigrmation
prasdad 18 you by yaur ISP

Chamse his opticn f youwt I5F uses FPPoE (For
makt DSL uaers)

services.

PPPOE

Password
Retype Password
Service Name

IP Address

MAC Address

1P Addririn 1
Primary DNE Address 1] a o [t}
Secondary ONS Address |0 o 1] 1} {optiansd)
Upstieam Bandedin 1024 Khyte
Ay red afindicl
PPPoE Sestus
Canndgct ! | Oisconnact

Choose this option if your ISP uses PPPoE. (Most DSL users
will select this option.)

Enter The PPPoE user name provided to you by your ISP.
Retype the password entered in the previous field.

Enter the Service Name provided by your ISP (optional).

This option is only available for Static PPPoE. Enter the static
IP Address for the PPPoE connection.

The default MAC Address is set to the WAN’s physical interface
MAC address on the Broadband Router. It is not recommended
that you change the default MAC address unless required by
your ISP.

19



Primary DNS Input the primary DNS (Domain Name Server) IP address
Address provided by your ISP

Secondary DNS This is an optional DNS Address entry to be used if the primary
Address DN fails.

The upstream bandwidth can be set to suit the type of packets
that the connection will be sending. The bandwidth can be
maximized for voice packets and limited for data that requires
less throughput.

Upstream
Bandwidth

20



Home > LAN

LAN is short for Local Area Network. This is considered your internal network. These
are the IP settings of the LAN interface for the DVG-G1402S and may be referred to as
Private settings. You may change the LAN IP address if needed. The LAN IP address is
private to your internal network and cannot be seen on the Internet.

Advanced Tools Status Help

The IP addre.ss of the DVWVGE-G14023.

P Adresss 102 |.[tee |.[ts |.1 ]
Subnet Mask 255 | |zss | |zss | o |
9 90O
Apply Cancel Help
IP Address The IP address of the LAN interface. The default IP address is

Subnet Mask

192.168.15.1.

The subnet mask of the LAN interface. The default subnet
mask is 255.255.255.0.

21



Home > VoIP

All of the screens necessary to setup and configure the router to handle VolP traffic are
accessed from the screen shown below.

To access any of the individual configuration screens, click on the corresponding
radio-button and that screen will appear.

Home Advanced Tools Status Hel

SIP Configuration

1
(> Server Configuration
O Provisioning
(O STUN Configuration
O User Agent
) Peerto Peer
O Telephony
C Speed Dial
O Misc.
(O Manage Features.

Help

22




Home > VoIP > Server Configuration

Home Advanced 60 Status Help

The Router can be — 7
configured to handle voice

signals over the Internet Sewet FOON atied B
Protocol (VOiCE over IP — 1P Addrany o ] [ ]
VoIP). The screen shown Doemsn Mams

to the right, along with those Pt 5060

on the following pages are

used to configure your router Secontwy Savet FOON Dizatied

to communicate with the Bacotdiny P Addewss 0 |l lLl» L
devices that will send and Bucotdury Dussiosn Nusel

receive telephone calls over Becstdury Pt d

the Internet.

Dutbeynd Prory Stats Driabiad =

Dadboynd Prosy Sewsr FODR Eriabied ¥

Duibsurd Fiosy P Addiesy a o o a
Duibsund Prosy Daman Same

Duibroasrad Prosy Pari 5]

S#vacs Daman

LIRL Format SIP-URL %

Usar Parameter Phone Disabled *

Caller 1D Dwbwmry YES |*

Diitplay CID Enabled

Tirriies T2 & % gar

Iratial Unrogister Enabled

Regitter Expieation MO0 e
Seigaon Expined 1000 .
Min-SE 1000 -
Sesson Expres Aefeshor uac =

Code: Pearty & Packst Intereal

G awlaw ard ¥ ¥ me
G ukiw it = LA
ckr. 1] 2nd o o0 * ms
GTX Atk = 0% i
gt Mg
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Server FQDN

IP Address

Domain Name

Port

Secondary SIP Server

Outbound Proxy

Service Domain
URL Format

User Parameter

Caller ID Delivery

Display CID

Timer T2
Initial Unregister

Register Expiration

Use this drop-down menu to Enable or Disable the Server
Fully Qualified Domain Name (FQDN) function. This is
disabled when the SIP URL domain name is different from
the SIP proxy server domain name. The phone will then use
the domain name in Domain Name field as part of SIP URL
but send and receive SIP messages through the SIP proxy
server defined in the Service Domain field.

Enter the IP address of the SIP Server in this field.

Enter the domain name corresponding to the IP address
entered above in this field.

Enter the SIP server’s listening port for the SIP in this field.
Leave this field set to the default if your VolP service
provider did not give you a server port number for SIP.

The Secondary Features (FQDN, IP address, domain name
and port), act as a backup for the initial connections’ settings.
In the event that the connection with the SIP server is lost,
the backup settings will be used.

The Outbound Proxy is a normal SIP proxy. If instructed to do so

by your ISP, enable the Outbound Proxy, and enter its IP address,
Domain Name and Port Number in the appropriate fields.

Enter the SIP service domain name in this field.

Select SIP-URL to have the router include the domain name
with the SIP number in the SIP messages that it sends.
Select TEL-URL to have the router use the SIP number
without a domain name in the SIP messages that it sends.

You can set this to phone or none. This determines
whether or not the phone number is appended to the
information forwarded to your SIP server. Your VolP
service provider will instruct you which setting to use.

Use this pull-down menu to initiate the delivery of the
inbound caller ID.

Use this pull-down menu to enable or disable the display of
the Caller ID.

Set the timer to 4, 8, 16 or 32.
Enable or disable the initial unregister.

Use this field to set how long the router will wait before
sending a repeat registration request if a registration attempt
fails or there is no response from the registration server.

24



Provisioning is a
function that
automatically updates
your DVG-G1402S’s
VolIP configuration by
using a TFTP server
located on the
Internet. If you have
accesses to such a
service, you will need
to know the URL and
Proxy Address of the
Provisioning Server.

Provisioning Function

Server URL
Proxy Address

Proxy Port Number

Home > VolIP > Provisioning

L O Advanced  Tools Status Help
Pravigioning Function i:Disabled V
Server URL : |

Proxy Address |

Proxy Port Murmber E:BDEID |

Q9 OO

Back Apply Cancel Help

Use this drop-down menu to Enable or Disable the Provisioning
Function on the router.

Enter the URL of the Provisioning Server in this field.
Enter the IP address of the Proxy Server in this field.

Enter the port number the Proxy Server will use to make the
connection in this field.

25



Home > VolIP > STUN Configuration

Simple Traversal of UDP
over NAT (STUN) —is a
protocol which enables a
VolP device, such as this
router or an IP phone, to
detect the presence and
type of NAT behind which
the phone is placed. This
router supports STUN
and can intelligently
modify the private IP
address and port in its
SIP/SDP message by
using the NAT mapped
public IP address and port|
through a series of STUN
queries against a STUN
server located on the
public Internet. This will

[ [T, -3 Advanced  Tools Status Helg
STUN State Disabled v|
STUNSE [Disabled M|
STUN ServeriP [0 |.]0 ][0

Address |o
Stun Server Mame |
STUN Server Port | 3478
STUN Reglnterval |60

STUN NAT Type  Unknown

QY VO

Back Apply Cancel Help

MAT Type Detect

allow SIP signaling and
RTP media to
successfully traverse a
NAT without requiring any
configuration changes on
the NAT.

STUN is useful if you need to use the DVG-G1402S behind a modem or router that
provides the connection to your ISP and then to the Internet and does not support

symetric NAT. You will

need access to a STUN server on the Internet and its IP

address to use STUN on the DVG-G1402S.

STUN State

STUN Server IP Address
STUN Server Port

STUN Reqlnterval

Use this drop-down menu to Enable or Disable STUN on the
router.

Enter the IP address of a STUN server in this field.

Enter the port number the STUN server will use in this field.
If you do not have any information as to the proper port
number, leave the default setting here.

This determines the amount of time, in seconds, between
STUN requests. If you do not have any information as to the
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STUN NAT Type

The Router can be
configured to handle
voice signals over the
Internet Protocol (Voice
Over IP - VOIP).

Same Phone Number

Index

Phone Number

Domain Name

User Agent Port

Authentication Name

Password

Retype Password

proper interval, leave the default setting here.

Displays the result of the STUN NAT examination.
Home > VoIP > User Agent

Home

Same Phone Mumber '_Disabled-v_-;

Index _1\'

Phone Mumber |

Dizplay Name

User Agent Port 5060

Authentication Username

Paszsword

Retype Password |
S VO
Back Apply Eﬁel Help

Use this field to Enable or Disable the use of the same
telephone number for the User Agent as for the Server Agent.

Use this field to assign line 1 or line 2 telephone sockets (on
the back of the router) to the information entered in the User
Agent.

The telephone number assigned to the User Agent.
The name that will be displayed when the User Agent is in use.

This selects the port number the router will listen to when
determining when calls are being made.

The Username used to access your SIP server and your VolP
service provider.

The Password used to access your SIP server and your VolP
service provider.

Retype your password to confirm.

To query the registration state of click Query. When the server responds you have the
option to register or unregister.
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The Router can
be configured to
handle voice
signals over the
Internet Protocol
(Voice Over IP —
VOIP).

Phone Number
User IP Address
Port

Home > VoIP > Peer to Peer

Home Advanced  Tools Status Help

Index 1

Phone Number
User IP Address l@lo .o |jo | @ |

Part 5060 ]

QP QO

Back Apply Cancel Help

The telephone number assigned to this entry.
Enter the IP address of the remote peer in this field.

Enter the UDP port number the remote peer will use to make
the connection in this field. If you do not have any information
as to the proper port number, leave the default setting here.
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The Router can be
configured to handle
voice signals over
the Internet Protocol
(Voice Over IP —
VolIP).

Index

DTMF Method

Payload Type

VAD

Home > VoIP > Telephony

Home Advanced Tools _ Sta Help

Index 1§

DTIF Msthod |RFC2833 v
Payload Type |97
WAD | Enabled |

QP OO

Back Apply Cancel Help

Use this field to assign line 1 or line 2 telephone sockets (on
the back of the router) to the information entered in the User
Agent.

Out-of band Dual Tone Multi-frequency -The Dual Tone
Multi-frequency (DTMF) mode sets how the router will handle
the tones that your telephone makes when you push its buttons.
It is recommended that you use the same mode that your VolP
service provider uses. Select RFC 2833 to send the DTMF
tones in RTP packets. Select Inband to include the DTMF
tones in the voice data stream. This method works best when
you are using a codec that does not use compression (like
G.711). Select INFO to transmit DTMF tones out-of-band.

A payload type is a number from 96 through 127 that identifies
the type of payload carried in the packet. For example, a
payload type of 122 denotes a fax payload. This field is only
active when the DTMF method is set to RFC 2833.

Voice Activity Detection (VAD) -detects whether or not speech
is present. This reduces the bandwidth that a call uses by not
transmitting “silent Packets” when you are not speaking.
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The Router can be
configured to dial a
specified telephone
number when you
enter a numerical dial
code. For example,
you could assign 22 to
the telephone number
555-1234. Then you
can dial that
telephone number by
entering 22.

Index
Dial Code

Phone Number

Home > VolIP > Speed Dial

Home Advanced Tools

Status

Help .

Index

Dial Code

Phone Mumber

Index Dial Code

1

2
3
4
&

Phone Humber

ERV
Back Ap

ply

X+

Cancel Help

|
|
]
|
]

A number used to identify the current speed dial table entry.

A numerical code that will correspond to the phone number
entered in the field below. You will dial this humber, and the
router will dial the corresponding telephone number.

Enter the telephone number you want the router to dial when
you dial the Dial Code entered in the field above.
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Home > VolIP > Misc.

Home Advanced Tools Status Help |

® Ring Candence O Ring Default Rule O Ring Rule

ID  Duration  Onl Dff1 On2 Of2 On3 Off Ond Off4

1j1eoooo0 | [so [[ao o Jjg o flo o o
8 oo o o o
JEw ] e E E )
5[eoonn | [e [[4 s [la s Jeo |0 o
6leooon | [12 [[12 & fl¢ [0 Jlso o o
7[teoocsn | [20 [fso o Jla ffo ffo [lo e
glieooon | [0 20 e fle o o o o

R <N+

Back Apply Cancel Help

Instead of adding additional lines to handle different telephone numbers, distinctive
rings can be set to allow more than one telephone number to reach the same line.
Calls coming in on different numbers on the same line can be identified by their
distinctive ring pattern. For example, you could set a “short-short” ring for the sales
department number, and a regular ring for the technical support number. Use the radio
button to select Ring Cadence, Ring Default Rule, or Ring Rule. These three features
allow the user to set distinctive rings. To configure distinctive rings, see the descriptions
of the three features below.
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Home > VolIP > Misc. > Ring Cadence

By using the Ring

Cadence window, you can

set up to 8 distinct ring
patterns. The ring pattern
of each distinct ring can
be configured by setting
the On and Off time. The
amount of times that the
ring pattern will repeat
itself can also be set.

Duration

Ring on Ring off

Advanced Tools _ Status Help

Home

® Ring Candance O Ring Default Rule © Ring Rule

1D Dwration  Onl Off1 On2  Of2 On3  Off3 Ond  Off4
1 1800000 40 Jl40 Jo o Je Jo oo
20| [0 Jeo Jo I Ik J& I g
3 |180000 [16 JE 16 ||s0 Lp o |lo o
4 [180000 B Jl+« e 1+ e Jeo Jla o
5 [120000 B ]+ s |+ Je o Jlo o
6 180000 21?. ~i? |2 54 :FD. |50 :'ﬁ_ 1o
7 [180000 [20 |lso o 56 ip o Jo o
8 iaDDDD ;20 :'?D 8 ;Q :ﬁ ] o 0

P 9O

Back Apply Cancel Help

This field is used to limit the amount of times that the ring
pattern will repeat itself. For example, if a ring pattern is set for
16 seconds and the duration is set for 60000 ms, then the ring
pattern will repeat itself 3 times; then, 3 quarters of the way
through the fourth repetition, the ringing will stop. The default
value is 180000 ms.

One ring pattern is comprised of four rings and four periods of
silence. The On field refers to the time of 1 ring. The Off time
refers to the period of silence between rings. One unit of time in
the On and Off fields is equal to 50 ms; so a value of 40 in the
On field sets a 2000 ms ring (2 seconds). The sum of all the
fields must be less than or equal to 320 ms and must be a
multiple of 8. However, individual On and Off times don't
necessarily have to be multiples of 8. A ring pattern could be
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set at 12, 12, 8, 4, 10, 50, 0, 0. While some of the On and Off
times are not multiples of 8, their sum of 96 meets the
requirement so this would be a valid ring pattern.

Home > VoIP > Misc. > Ring Default Rule

L1 3 Advanced  Tools Status Help

The Ring Default Rule |
is set for inbound
callers that are not
defined by the Rlng O Ring Candence & Ring Default Rule © Ring Rule
Rule. One Rlng Ring Cadence prafile 1D
Default Rule can be Fod fitam (Duration-on1:0ff1:0n2: off2:0n3: off3: ond  offd)
set for each VolP port. 1 VOIP |1800000-40:40:0:0:0:0:0:0 ¥

2 voPP | 1800000-40:40:0:0:0:0:0:0_¥|

Back Apply Cancel Help

Ring Cadence Use this pull-down menu to select a Ring Cadence for the Ring
Profile ID Default Rule. The 8 different Ring Cadences can be configured

on the Ring Cadence window.
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Home > VoIP > Misc. > Ring Rule

You can use the Ring
Rule window to assign
Caller IDs to
frequently received
inbound calls. Any call
that has been
assigned a caller ID
will have its ID
number displayed on
the receiver’s caller
display. This way, the
receiver knows which
department the
inbound call is
attempting to reach by
the ring cadence, and
who the caller is by
the caller ID.

From
Port

Ring Cadence
Profile ID

Caller ID

Home Advanced Tools Status Help

O Ring Candence © Ring Default Rule & Ring Rule

From | WoIR v

Port [P

Cadence Profile [1800000-40 40000000 v

Caller ID [

Q9 VO
Back Apply Cancel Help
Index  From FPort Cadence Profile Caller 1D Edit Delete

1 YalP Pl 1500000404000 0:0: 00 4 f

2 Yol Pl 1B00000-40:40:0 00000 @ M

3 WalP Pl 1S00000-40:40:00:0:0: 00 |

4 WelP Pl 1B00000-40:40:0:0:0:0: 00 M

5 YalP Pl 1800000-40:40:00:0:0:00 |

Use the From field to select either VolP or PSTN.

Use the Port field to select either Port 1 or Port 2. You can also
choose both ports 1 and 2.

Use this pull-down menu to select a Ring Cadence for the Ring
Rule. The 8 different Ring Cadences can be configured on the
Ring Cadence window.

Set a numerical Caller ID of up 32 digits. 32 caller IDs can be
created and will be listed below the Ring Rule Configuration
area. To edit or delete an entry that has already been created,
find the entry in the list and click on the appropriate icon.
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Home > VoIP > Manage Features > Reject Incoming Call

You can configure the router to reject incoming calls from particular telephone numbers
by entering the telephone number in the screen shown below.

Home Advanced i Tool; -Satus Help

Manaqge Features
& Reject Incoming Call © Black Outgaing Call

Call Reject Canfiguration

Marne
Phaonehum

Status
QY 9O
Back Apply Cancel Help
Status Indes Hame FhoneMum Edit [Delete
O ENEN |
B @ S |
O s B W
0 s B @
Fl 3 . |
Name Enter a name to identify the current entry.
PhoneNum Enter the telephone number you want to block incoming calls

from.
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Home > VolIP > Manage Features > Block Outgoing Call

You can configure the router to reject outgoing calls from particular telephone numbers
by entering the telephone number in the screen shown below.

Home Advanced  Tools Satus Help

M 5 - I T —
wanage Feafures

O Reject Incoming Call & Block QOutgaing Call

Marne
Phonehum

Status
QP OO
Back Apply Cancel Help
Status Indesx Hame FhoneMum Edit [Delete
0o ES |
F 2 E. |
O s ETE |
B ENNS |
O s ERE |
Name Enter a name to identify the current entry.
PhoneNum Enter the telephone number you want to block outgoing calls to.
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Home > DHCP
Dynamic Host Configuration Home

Protocol (DHCP) allows the

gateway to automatically The DVG-GT4025 can be sefup as & OHCP Server o distnbate (P sddrezses 1o ke LAN
obtain the IP address froma | "****

DHCP server on the service

provider's network. The e

service provider assigns a Sate 5 Enabled ) Disshind
global IP address from a Start IP Address z
pool of addresses available 1P Fiange 250

to the service provider.
Typically the IP address
assigned has a long lease
time, S0 |t will I|ke|y be the :'II,:!'II-_-,E;I:..-E-_I-I wsnd to alow DHCP sorr 1o aasgn same B addees 1o specific
same address each time the

Router requests an IP r—

address. If DHCP is not ] 0
enabled on the Router, it is MAL Address oo |.joo |.joo |.joo |.|oo |.[oo
necessary for the user to

assign a static IP address to
each computer on your LAN.
To setup DHCP for your V) 5 0
LAN, first enable the Router Aoply Cancel Help
as a DHCP server by clicking
the corresponding Enabled
radio button in the window
above.

Leased Tome 0 hiomrs

Enabled ) Disabled

DHCP Chent 00 0c: An:astba:co = | Clone |

The next step is to set a range of IP addresses that you wish to allot to the devices on
your LAN by entering a Starting IP Address and an Ending IP Address. This may be
in a range from 2 to 254 (192.168.1.2 — 192.168.1.254). Computers on your LAN will
have an IP address within this range then automatically assigned to them. Finally, enter
the Lease Time, which is the time the Server will set for devices using DHCP to
re-request an IP Address. Clients authorized for DHCP will be listed in the table at the
bottom of the page. Click Apply to implement information set in this table. The DHCP
Server is enabled by default.

DHCP may also be statically configured as well. This method allows the router to assign
the same IP address information to a specific computer on the network, defined by its
MAC address. This computer will get the same DHCP implemented IP address
information every time the computer is turned on and this IP address will be specific to
that computer’'s IP address on the local network. No other computer can be assigned
this address. This is useful for computers on the LAN that are hosting applications such
as HTTP or FTP. First, the user must enable the Static DHCP function by clicking the
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corresponding Enabled radio button. Next the user must enter the host name and the IP
address for that computer by entering the last numbers into the space provided in the IP
Address field. Next, the user is to enter the MAC address of the computer into the
space provided. Click Apply to implement these static settings. The DHCP Client field
will allow users to Clone the settings from their computer that were learned from the
DHCP server. Simply use the pull down menu to select the MAC address of the
computer to be cloned and then click the Clone button. The settings from this computer
will be implemented in the Static DHCP configuration area. Click Apply to implement
these static settings. The lower portion of the window contains the Static DHCP
Configuration List. Click on the [4 icon to edit an entry and on the i icon to delete an
entry.
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Home > Proxy DNS

Home Advanced Tools Status Help
Proxy DNS Configuration
State Disahled
Praxy DNS IP Address o |lo |lo ||o |

9 OO0

Apply Cancel Help

State Use this drop down menu to enable or disable the Proxy DNS.

Proxy DNS IP Address Enter the IP Address of the Proxy DNS.
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Advanced > Virtual Server

BT Advanced BT Status Help

“irtual Server is used to allow Internet users access to LAN services.

(O Enabled @ Disabled

MName Server FTP
Private P o _; . D J : D l i.D ]
Pratacol Type 'ﬁ "

Public Port |21

Private Fort |§1

9 90O

Apply Cancel Help

State Marme Private [P Protocol Type Edit  Delete
[0  ServerFTe 0000 TR 21421 EE|
[J  ServerHTTP 0000 TCP 80fE0 &4
[]  ServerHTTPS 0000 TCP 443/443 4 W
[0  ServerDMS 0000 LDP 53/53 @ T
[ Server SMTP 0000 TCp 25425 EE |
[]  Server POR3 0000 TCR 1104110 &
[ Server Telnet 00,00 ToP 23423 [4 M

To view the following window, click on the Advanced tab at the top of the window and
then click the Virtual Server button to the left. The Virtual Server will allow remote
users access to various services outside of their LAN through a public IP address, such
as FTP (File Transfer Protocol) or HTTPS (Secure Web). After configuring the Router
for these features, the Router will redirect these external services to an appropriate
server on the user’'s LAN.

These external services may be modified by clicking its corresponding edit icon, or they
may be deleted by clicking the corresponding delete icon. Though there are seven fields
available to configure the Virtual Server, in most cases, only the IP address of the
Virtual Server will be needed for implementation. To enable an already existing Virtual
Server, click its corresponding edit button, configure the appropriate fields listed below
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and set the Status fields to Enabled by clicking the radio button. To configure other
virtual servers for the Router, configure the following fields and click Apply.

Index

Private IP
Protocol Type

Start/End Global Port

Start/End Local Port

This is an index number used to identify the Virtual Server
entry.

Enter the IP address of the Virtual Server.

The protocol type used for the Virtual Server. The user may
select TCP, UDP or Both, depending on the type of Virtual
Server implemented.

Enter a range of ports on the device on the WAN side of the
network that will be accessing the Virtual Server currently being
configured. Commonly, this range of ports is identical to the
local range of ports. Existing Virtual Servers may already have
their well-known port ranges listed but this may need to be
changed in certain circumstances.

Enter the range of ports of the Virtual Server's computer.
Existing Virtual Servers may already have their well-known port
ranges listed but this may need to be changed in certain
circumstances.
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Advanced > Filters

[0

I+

Apply Cancel Help

E)
£}
4%
g}
45
E) )

BT Advanced BTN Status Helg
Filter
Filters are used to allow or deny LAM users from accessing the Internet.
@ |P Filter © MAC Filter
Use IP Filters to deny LAM IP addresses access to the Internet.
Eule 1
State (O Enabled & Disabled
Frotocol !lUDP VI
PRange [0 |0 [fo |jo | -fo [fo |]o
Part Range |D ||D |
Schedule
Days [ every day O sun O Won O Tue [T Wed
O The O Fi [ Sat
Times & 24Hours OFrom |00 ¥| 00 "I|ﬂM >
To |00 ¥|[o0 w|[am ¥
State Source IP Range  Port Range Protocol
O oooo-oo0o 0-0 LoP
O oooo-oono 0-0 LoP
O oooo-oono 0-0 LIDP
O oooo-0000 0-0 Lop
O oono-oooo 0-0 LIDP
O oooo-0000 0-0 Lop

Packet filtering is a basic security measure that should be used on any network that is
exposed to a security risk. A packet filter system examines data packets and scrutinizes
them in order to control network access. Filtering rules determine whether packets are
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passed through the Router from either side of the gateway. The rules are created and
controlled by the network administrator and can be precisely defined. These rules are
used to block access to the LAN from outside the network and/or to deny access to the
WAN from within the network. The Router uses filtering rules to examine data packet
headers for specific information. Packets passing through the Router that do not meet
the criteria specified by the rule set are dropped.

Effective implementation of packet filtering requires detailed knowledge of network
services and communication protocols. An overly complicated filtering scheme can
adversely affect the Router's performance, while an inadequate set of rules may
needlessly compromise security.

This Router has two fields to configure for filtering which are IP Filters and MAC Filters.

Advanced > Filters > IP Filters

This window will aid the -]m Advanced w
use in configuring filters

for IP addresses. This will Fihars ase used {0 allow or dery LAM e fmm accessing the Inbeimad

deny specified LAN IP S F Filtler © WAL Filis

addresses or specific

pOI’tS aSSOCiated W|th Ligs 1B Filors 1o gy LAN 12 sddrggges accees to the iomi)

these LAN IP address
from accessing the

Bule 1

Internet. Well known ports Stae ) Enstled & Desabled
have already been Profotsl  |UDP =
previously set in the IP Eiine 16 7 o B 0 5
Filters List and can be e =
modified by clicking their Gt
corresponding edit icon, ; : , R
and simple adding an IP o el S
address to the i s
Times ) 24Hours CiErom . |00 %100 2 | AW =

configuration.

To |G | 00 =  am

2 00

Apply Cancel Help

Sise  Souncs P Rangs Pt Rasgiv Profocal

i y D y 1 =
0 80 Ol f i [, L _ﬁl'-:
(| 000 14
0 e - e =k,
ad . ] 4%
I IeLi ] i) o= L J1

To access this screen, click the Advanced tab along the top of the configuration window
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and then the Filters tab

Protocol

IP Address

Subnet Mask
Start Port/End Port

All computers are
uniquely identified by
their MAC (Media
Access Control)
address. The following
window will allow users
to deny computers
access to the Internet or
only allow certain
computers access to the
Internet, based on their
MAC address. To
access this screen, click
the Advanced tab along
the top of the
configuration window,
then the Filters tab to
the left hand side and
finally click the
corresponding radio
button for MAC Filters.

Index
MAC Address
State

to the left hand side.

The protocol associated with this IP filter. The user may choose

between TCP, UDP or Both.

An IP address or range of IP addresses that will be denied

access to the Internet.

The subnet mask that corresponds to the IP address above.

A port or range of ports that will be denied access to the
Internet. If no port is entered, all ports in this IP range will be

denied access to the Internet.

Advanced > Filters > MAC Filters

C) B Flllar {5) MAL Filln

State Indizx WAL Auldras
o1 O CRCR e N0
i 2 O e e i
i Cuo OB R e T
| Cuo OB R e T
Il s Cuo OB R e T
Il s Cuo OB R e T

[ O 04 e e

= 5 5 5 5 5 5

I & O 04 e e

dien 1
WAL Addmss 0o |00 (.00 <00
ale CiEnalilod &= Disabled

E
|
{
4
4
4
{
|
{

Fillers am iemed Lo allow or dieny LAN users e acesssing e Infarns)

Uze MALC Filiers to deny LAMN MAC addresses sccess o the Infemsl

- a0 .00

@ Q0

Apply Cancel Help

il Delotn

i

2 EEEEs s

A number used to identify this MAC address filter setting.

Enter the MAC address to be filtered.

This field allows you to enable or disable this MAC address

filter setting.
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Advanced > Firewall

This Router comes equipped _-IEIE_!_ Advanced m

with a firewall. The Firewall
configuration screen allows
the Router to enforce specific Glaes
predefined policies intended
to protect against certain
common types of attacks. To
configure the Router’s firewall,
click the Advanced tab at the
top of the screen and then the IP Rangs & -] 5 H . ..
Firewall tab to the left.

Pass or Block

Protocol

Source

Destination

Firewsll Rulze can be used to alew or darmy trafic fam WAN pazsing theough the DVE-
Rude 1
Sxato Enabled (=) Duzabled

Agtion Pyes |

Feotoced UDE =

Paort Range L 0
Schadule
Days O wenry day O sun [ Mo [ Tus [ Wed
J Ty ClFn []8a
Times o Mgy CiFrom 00 % 00 8| AM &
To 00 % DD % &M »
@ 90
Apply Cancel Help
Srae Sowrce P Rangs Pan Range Action Protacal
0O copo-goos " Ferz DR M =
e w4
[0 #oto-a000 ] Paz LEP 4 M
O ' we 4 H
[l sono-nans . Lo '

Select the action you want the filter to take when it finds a
packet that meets the criteria entered below.

The protocol associated with this IP filter. The user may choose
between TCP, UDP or Both.

Enter the IP address or range of IP addresses that you wish to
block or allow to pass through the router. The Source may be
identified on the LAN side, the WAN side or both by using the
pull-down menu for the Interface heading.

Enter the IP address or range of IP addresses that you wish to
deny or allow access to the Internet. The Destination may be
identified on the LAN side, the WAN side or Both by using the
pull-down menu for the Interface heading. The type of protocol
may also be chosen by using the pull-down menu. The user
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Subnet Mask

may choose between TCP, UDP, ICMP or (*) Any. The user
may also select a range of ports of the destination IP addresses
by entering the range under the Port Range heading.

The subnet mask that corresponds to the IP address above.

Advanced > Routing > RIP Configuration

RIP — Routing
Information Protocol —
specifies how routers
exchange information.
With RIP, routers
occasionally exchange
entire routing tables.

You can select RIPv1 or
RIPv2 by clicking the
radio button under the
Version heading, and
then select On or Off by
clicking the radio button

under the State heading.

LAN RIPv1
LAN RIPv2
WAN RIPv1
WAN RIPv2
State

™ Home Bl Toots Status Help

O Static Route @ RIP Configuration

“ersion State
LAN  @RIPv ORPv2 O0n & O0OF
WAN @RIPY ORIP2  O0n & 0f

900

Apply Cancel Help

Select RIPVv1 or RIPv2 for use by the router on your LAN.
Select RIPv1 or RIPv2 for use by the router on your LAN.
Select RIPv1 or RIPv2 for use by the router on the WAN.
Select RIPv1 or RIPv2 for use by the router on the WAN.

Select On or Off to enable or disable RIP on either the LAN or the
WAN
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Advanced > Routing > Static Route

The Routing table, shown to TSR Advanced [RC0 IR TR T
the right, allows you to enter |- . T |
static routes between s _
computers on both the WAN 2 Static Ruety O RF Configuration
(Internet) and your LAN.
1P Aufdipss i) i) 0 0
Swhnal Mask ] o 0 o]
GRS o 0 0 Q
Inleface WM ¥
kirims o
Stale Disahled
9 90
Apply Cancel Help
Stats (L) iF A i z:‘:“ Bitesmiy ikdmfdow  Mabio Edn  Deainte
L] ' G0A0 0008 DROD Wk |
| 2 anen  none  n0an  WaN 4 |
] 3 QOB G000 0000 kN o E |
A i aoEn 0008 0000 W 4 ]
O 3 Qoon 0000 000D wE o = §
[ QUAD  QUOS VOO0 WeN 4 i
0 7 Q000 OO0 000D AN @ W
QOa0  QO00 0000 wWan o 4 %
IP Address Enter the IP Address of the subnet or device where packets are
to be routed.
Subnet Mask Enter the subnet mask corresponding to the IP address entered
above.
Gateway Enter the IP address of the gateway used for packets that are
to be routed to the IP address entered above.
Interface Select the WAN (Internet) or LAN interface.
Metric Enter the number of hops (the number of routers) that packets

will be allowed to cross when being routed to the IP address
entered above.

State Use this drop-down menu to Enable or Disable this route.
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Advanced > NAT > NAT Configuration

Network Address
Translation (NAT) is a
method by which the
router translates
between the IP address
your ISP assigns to your
account and the IP
addresses assigned to
the PCs on your LAN.

BT Advanced ERTE Status Help

MAT Configuration

@ NAT Configuration & Dynamic NAT O Static NAT

NAT Interface IP Address 192.168.15.1
MAT Intetface Metmask 2552652550
MNAT Function i-I.E"nat-J-I_ed_._m\Zi

9 OO

Apply Cancel Help

NAT Interface IP Address This field displays the current IP address of the LAN side of

NAT Interface Netmask

NAT Function

the router. All IP address that are translated by the router
will be in the same range as this IP address.

This field displays the subnet mask corresponding to the IP
address displayed above.

Use this pull-down menu to enable or disable NAT on the
router.
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Advanced > NAT > Dynamic NAT

Network Address
Translation (NAT) is a
method by which the
router translates
between the IP address
your ISP assigns to
your account and the
IP addresses assigned
to the PCs on your
LAN. The Dynamic
NAT entries are
displayed below the
Dynamic NAT
configuration fields.

To edit or delete an
entry, find it on the list
and click either the edit
or delete icon.

Index
Global IP Start/End

Local IP Start/End

[ __Home MY VUM Tools Status Help
MAL Lontiguration
O MAT Configuration & Dynamic NAT O Static NAT
O Enabled @ Disabled
Index 1
Glabal IP Start o J.fo Jo ][ ]
Global IP End o o |o |0 |
Local IP Start Jo ]
Local IP End JBs )
@ 9O
Apply Cancel Help
State Indesx Global IP Start Global IP End Local IP Stat  Local IP End  Edit Delete
El 0000 0.0.00 0000 0000 9
O 0000 0.00.0 0ooo 0000 2 Tl
E 0.000 0.0.0.0 0000 0,000 2 Tl
O 0.00.0 0.0.0.0 0,000 0.00.0 3 Tl
O 0.00.0 0.0.00 0000 0.000 = T
E 0000 0.0.00 0000 0000 2 T

This is an index number used to identify this NAT table entry.

Enter the range of IP addresses that will be assigned to your
Internet account by your ISP.

Enter the range of IP addresses that you will assign to PCs on

your LAN.
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Advanced > NAT > Static NAT

Network Address
Translation (NAT) is a
method by which the router
translates between the IP
address your ISP assigns
to your account and the IP
addresses assigned to the
PCs on your LAN.

Index

HNAT anfiguInian

5n,l AT Combrguration -/:5 Dhymarme BUAT -.'?' Slatic AT

) Enablad & Dizabled

Irutlizm 1

Local IP Addeess ] 1] Jn] 1]

Clobal [P Addrness 1] n 4] n
I
Apply Cancel Help

Ghata Ifdas Lacal B A& Blab g i Addiasn () (T

[ v nopy oo I i |

[ nnmo anno 3 il

B :a 0000 000D £ | b |

O a g 000D [ i |

0O s nono nonn (4 |

i 0o oo 4 il

table entry.

Local IP Address

Global IP Address
ISP.

Enter the IP address of the PC on your LAN.

This is an index number that will be used to identify this NAT

Enter the IP address assigned to your Internet account by your
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At this page, the

DVG-G1402S administrator
can change the system
password. There are two
accounts that can access the ’
Broadband Router’s Y o 9
Web-Management interface.
They are admin and user.
Admin has read/write access | W Arcass Exirl

while user has read-only Access WEB from WA CEnabled (5 Disabled
access. User can only view @ < 0
the settings but cannot make Apply Cancel Help

any changes.

Web Port Number

WAN Access Control

Administrator
Password

Tools > Admin

Toos TR

‘Wb Manugemen|
Weh Port Nusmbs: =l

Apply Concol Help

Adrministrator (The Login Mame & “adminT)
Q] Passwvnd

Mew Fasiwird sssss
Confern Paasword ssses

2 20

Apply Cancel Help

The port number used to access the Broadband Router. The
default port number for web management is 80.

WAN access control allows remote management via the DI-624
to be configured from the Internet by a web browser. A
username and password are still required to access the
Web-Management interface. In general, only a member of your
network can browse the built-in web pages to perform
Administrator tasks. This feature enables you to perform
Administrator tasks from the remote (Internet) host. Click the
radio button to Enabled to activate this feature.

Enter the password, admin, here and the same password in the
Confirm Password field. This will be the password that the
administrator will use to gain access to the configuration menu
of the device. There is no default password for this device.
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Tools > System

Tools T

Backup configuration file

Restare Configuration File

[ Browse...

Upload

Restare To Factory Default Settings

[ Reset to Factory Default Settings _I

7]

Help

Backup

Restore Configuration
File

Restore Factory
Default Settings

Click Backup to backup the configuration file to your local hard
drive.

To restore the configuration file click on Browse to search the
local hard drive and locate the configuration file to be used for
the configuration restoration. Once the file has been located,
click Open in the browser window and then Upload on the
System window.

Click Reset Factory Default Settings to restore the factory
default settings.
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Tools > Firmware

Tools TN

Software Update Mode & TFTP Server Address

Software Update Mode TFTP
TFTP Server Address iD ; -EI .D | |0 |
Last TFTP Server Address 0.0.00

Update Firrnware

Firmware Update 'DiSabIed V-i

File Mame I

Last Update Status

990

Apply Cancel Help

You can update both the software and firmware of the Router. Please check the
D-Link Support site for firmware updates at http://support.dlink.com. You can download
firmware upgrades to your hard drive from the D-Link support site.

Software Update Enter the TFTP server address.
Firmware Update Click Enabled to begin the firmware update.
File Name Enter the firmware file name and DOS path in this field. For

example, C:\firmware.had
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http://support.dlink.com/

Tools > SNMP
This menu can be accessed Tools M

directly by clicking on the
SNMP button or hyperlink in
the Tools setup menu. Simple
Network Management
Protocol (SNMP) is an OSI

SHKP P Managamant Address

1B Addnesy 1 o ] ] 0

Layer 7 Application designed IF:hibress 1 o o_l.e I8

specifically for managing and EET g g e

monitoring network devices. e Dissbied 8

SNMP enables network Trap Manager [F d ¢ o o

management stations to read Trap Community Mame

and modify the settings of

gateways, routers, switches, Q@ 9 O
and other network devices. Agply Cancel Help

Use SNMP to configure system features for proper operation, performance monitoring,
and detection of potential problems in the Router or network.

The SNMP IP Management Address is the address of the PC
running the SNMP software from the DVG-G1402S device. A
defined set of variables (managed objects) is maintained by the
SNMP agent and used to manage the device. Enter the IP
address of PC that you want to use to manage the network.
You may also enter a backup address of another PC that can
manage the network.

SNMP IP
Management Address

SNMP Trap Traps are messages that alert network personnel of events that

Management occur on the Switch. The events can be as serious as a reboot
(someone accidentally turned OFF the Switch), or less serious
like a port status change. The Router generates traps and
sends them to the trap management server. Typical traps
include trap messages for Authentication Failure, Topology
Change and Broadcast/Multicast Storms. Use the pull-down
menu to enable or disable the SNMP on the device. Enter the
Trap Manager IP and Trap Community Name of the trap
management server.
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Tools > Time

The system time is the time Toos TR

used by the DVG-G1402S
for scheduling services.
You can manually set the
time, connect to a NTP NTP Sérvei [T ——
(network time protocol)
server or synchronize the
time on the router with your
PC. If an NTP server is set,

you will only need to set the 2 < o
time zone (in the set up
wizard).

Time Zone GMT Grognwich Megan Tme =

NTP Timedhomos, mid'y] T e Py

Apply Cancel Help
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Status > Device Info

This page displays the Home __Advanced  Tools Status
current information for the
DVG-G1402S. It will
display the LAN, WAN, Divice Tiie I
Disk Information statistics. A Ak e A SCARAL e
This window will show the Sk FRROW Mesion: 3009}
DVG-G1402S’s working el
status: i '
51 Werzion 104
Curenr Maode Sy
VAN
IP Addriss gnog
THCP e St i
Cannectinm l El|1|.:p Release _|| Dhcp Renew
Subrnl Mask oo
Defaut Gateway annn
LAN
LAN MAC Address  O0rS0 3 Yxasdd
IH Adrgogs T ES 16|
Subnel Magk o
Wirghpss LAN
AP Mt ]
MAL Address OV T 30 FF 51 B
AR Statw &£
Help
WAN IP Address: WAN/Public IP Address

Subnet Mask: WAN/Public Subnet Mask
Default Gateway: WAN/Public Gateway IP Address
LAN LAN MAC Address: MAC address of the DVG-G1402S
IP Address: LAN/Private IP Address of the DVG-G1402S
Subnet Mask: LAN/Private Subnet Mask of the DVG-G1402S
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Status > Stats > Network

Home  Advanced  Tools Status m

& Network O Phone Call

Traffic Statistics display Receive and Transmit packets passing through the DVG-G14025.

WAN Receive Transmit
packets packets
bytes bytes
NonUcastPackets NonUcastPackets
DiscardPackets DiscardPackets
FrameToolong HeartbeatErrors
NonAlignedErrors LateCollision
CollisionErrors RetransmissionLimit
ShortFrames UnderrunPackets
CRCErrors CarrierSenselost
OverrunPackets

Refresh Reset

The Broadband Router keeps a running log of events and activities occurring on the
Router. If the device is rebooted, the logs are automatically cleared. You may save the log
files under Log Settings. The screen above displays the Network Statistics. Here you can
view the amount of packets that pass through the DVG-G1402S on both the WAN and
the LAN ports. The traffic counter will reset if the device is rebooted or can be reset by
clicking the Reset button. To refresh current statistics, click the Refresh button.
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Status > Stats > Phone Call

O Network & Phone Call
Line 1 Status

Hook State OnHook
Call State StateMull
Message YWaiting

Call 1 State IDLE
Call 1 Direction

Call 1 Mode

Call 1 Codec

Call 1 Packetization

Call 1 T7.38

Call 1 Hold Rermote

Call 1 Remote Hold

Call 1 Peer Name

Call 1 Peer Mumber

Call 1 Peer RTR Addr

Call 1 Mapped RTP Port

Call 1 Duration

Call 1 Packets Send

Call 1 Packets Recy

Call 1 Bytes Send

Call 1 Bytes Recy

Call 1 Jitter

Call 1 Decode Latency

Call 1 Packets Lost

Call 1 Packets Error

Line 2 Status

Huonk Sl CinHnok
Call State Statahlul
Melersnange Wniling

Call 1 State IOLE
Call 1 Durection

Call 1 Muode

Call 1 Codec

Call 1 Packetization

Call 1 1.3

Call 1 Hald Rernate

Call 1 Hurnote Hold

Call 1 Pesr Mame

Call 1 Pear Mumber

Call 1 Pawr RTF Addr

Call 1 Mapped RTP Pant

Call 1 Curation

Call 1 Packets Send

Call 1 Packets Racy

Call 1 Byles Send

Call 1 Bytes Recy

Call 1 Jited

Call 1 Decodo Laloncy

Call 1 Packets Lost

Call 1 Packets Errar

Home Advanced Tools Status

Registration State
Tone State

Call 2 State

Call 2 Direction

Call 2 Mode

Call 2 Codec

Call 2 Packetization
Call2T.38

Call 2 Hold Rermote
Call 2 Remote Hold
Call 2 Peer Name
Call 2 Peer Mumber
Call 2 Peer RTP Addr
Call 2 Mapped RTP Fort
Call 2 Duration

Call 2 Packets Send
Call 2 Packets Recy
Call 2 Bytes Send
Call 2 Bytes Recv
Call 2 Jitter

Call 2 Decode Latency
Call 2 Packets Lost
Call 2 Packets Error

Humstration Slale
Tone Siate

Call 2 State

Call 2 Directian

Call 3 Modo

Call 2 Codec

Call 2 Packetization
Call 2 T.33

Call 2 Hetd Remote
Call d Hieroto Hold
Call 2 Peer Mama
Call 2 Pear Humber
Call d Pear BTP Aaddr
Call 2 Mapped RTP Pon
Call 2 Duration

Call 2 Packets Send
Call 2 Packets Racy
Call 2 Byles Send
Call 2 Bytes Recy
Call 2 Jiven

Call 2 Decodo Lalency
Call 2 Packets Loat
Call 3 Patknts Emnre

| Fiefrash ] | Faset |

Mot Registered
Tull

IDLE

Mal Hagstemd
Hull

IDLE
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The Broadband Router keeps a running log of events and activities occurring on the
Router. If the device is rebooted, the logs are automatically cleared. You may save the log
files under Log Settings. The screen above displays the Phone Statistics. Here you can
view the amount of packets that pass through the DVG-G1402S on both Phone 1 and
Phone 2 ports. The traffic counter will reset if the device is rebooted or can be reset by
clicking the Reset button. To refresh current statistics, click the Refresh button.

Status > Diagnostics

Home Advanced Tools Status m

This page provides for ping diagnostics to the LAN to help with [P connectivity
problems.

Ping Target b | o i_'U |D |

Fing Result

©

Help

The Diagnostics window allows users to test the functionality of the router by executing
a ping test. Enter the IP address of the Ping Target and then click Test.
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Help
Home Advanced Tools Status Help

Home
& Wizard
s Yiireless
o AR
s AN
o DHCP
e ProxyDNS

Advanced
o Wirtual Semer
s Filters
s Firewall
o RIP
o Routing
o NAT
o Mlisc.

Tools
s Admin
e System
s Firrmaare
e SHMP
e« Time
& Reboot

Status

e Device Info.
e Stats
e Diagnostics

The Help tab will give basic information referring to various screens locted in the Router.

To view a specific section, click on its hyperlinked name. A new window of information
will appear.
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Technical Specifications

Standards

IEEE 802.3
IEEE 802.3u

VPN Pass Through/ Multi-Sessions

PPTP
L2TP
| PSec

Device Management

Web-Based- Internet Explorer v6 or later; Netscape Navigator v6 or
later; or other Java-enabled browsers

DHCP Server and Client
Advanced Firewall Features

NAT with VPN Passthrough (Network Address Translation)
MAC Filtering

IP Filtering

URL Filtering

Domain Blocking

Scheduling

Operating Temperature

Humidity:

32°F to 131 °F (0°C to 55°C)

95% maximum (non-condensing)

Safety and Emissions:
FCC
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Technical Specifications

LEDs:
B Power
®  WAN
® LAN (10/100)
B Phone
B Status
Physical
Dimensions:
B L =7.56inches (192mm)
B W =4.65inches (118mm)
B H=1.22inches (31 mm)
Power Input:
B Ext. Power Supply DC 12V, 1.5A
B Weight: 10.8 oz. (0.3kg)
Warranty:
m 3 year (depends on D-Link global warranty policy)
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Technical Support

You can find software updates and user documentation on the D-Link website.

D-Link provides free technical support for customers within the United States
and within Canada for the duration of the warranty period on this product.

U.S. and Canadian customers can contact D-Link technical support through our
website, or by phone.
Tech Support for customers within the United States:
D-Link Technical Support over the Telephone:
(877) 453-5465

24 hours a day, seven days a week

D-Link Technical Support over the Internet:
http://support.dlink.com

email:support@dlink.com

Tech Support for customers within Canada:
D-Link Technical Support over the Telephone:

(800) 361-5265
Monday to Friday 7:30am to 12:00 am EST
D-Link Technical Support over the Internet:

http://support.dlink.ca
email:support@dlink.ca

\

D-Link

Building Networks for People
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