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1) To change the language of the NV R, you need its | P address. Y ou can log
in to your router, which may show the information either under DHCP
Clientsor LAN Clients

DSR-500N / / ADVANCED

Internet Settings
DHCP LEASED CLIENTS

This table displays the list of DHCP dients connected to the LAN DHCP Server and to whom DHCP Server has given leases.

DHCP Leased Clients (LAN)

1P Address MAC Address
192.168.1.81 94ice: 2c:6f:90: 1b
192.158.1.95 c0:a0:bb:58:b7:b8
External Authentica » 192.188.1.82 T
192,163, 1. 106 28:10:7b:05:3d: 1b

If your router does not have this option, you can use the DNR setup wiz-
ard to find the DNR’s | P address.
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2) Knowing the IP address of the NVR, you have to open the web browser
and put the | P address of the DNR (in this case 192.168.1.76)
http://192.168.1.76

Language :

User Name :

Password :

| SSL Logn



http://192.168.1.76/
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3) Inthelogin window isthe "Language" option where you can change the
language of the device before entering.

Idiorma :
Mombre de usuario :

Contrasefia :

[ Inicio de sesidn S5L
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Configuractn de red

- o | El almacenamients en red de 2 bahizs DNR-322L proporciona unz ubscaciin cimoda y sagura en la
el | '2d para &l almacenamientn de datos v medios. El Asstente de configuracdn permitira gjustar s
2 : pardmetros bisicos para su disposiive.
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